KLUS, pAHR: LIPOD Extrusion

Solutions Cover LIGER-22 black
/ "
, LED 2 x 12"(30cm) K-30-1275 / 3000K
Polar diagram Cone diagram
105° 105°
E(0%) 216
0.99 E(C90) 44.8° 39
90° 20° 0.50 0.91 E(CO) 423° 44
0 E(0%) 54
. . : E(C90) 44.8° 97
75 75 1.0 1.8 E(CO) 423° 11
E(0°) 24
60° 60° 3.0 E(C90) 44.8° 43
15 2.7 E(CO) 423° 49
40
E(0°) 14
4.0 E(C90) 44.8° 24
2.0 3.6 E(CO) 423° 27
45° 45°
60
E(0%) 8.7
5.0 E(C90) 44.8° 15
25 45 E(CO) 423° 18
E(0%) 6.0
6.0 E(C90) 44.8° 1.
3.0 5.5 E(CO) 423° 12
30° 15° 0° 15° 30° Distance [m] Cone diameter [m] llluminance [Ix]
CO0 - C180 (Beam angle: 84.6°)
cd/klm n=16% - N . o
€0- G180 €90 - C270 C90 - C270 (Beam angle: 89.6°)
UGR diagram .
Glare evaluation according to UGR
p Ceiling 70 |70 |50 |50 |30 |70 |70 |50 |50 |30
o Walls 50 |30 |50 |30 |30 |50 |30 |50 | 30 | 30
Room size Viewing direction at right angles Viewing direction parallel
X Y to lamp axis to lamp axis
2H 2H |15.8 17.0 16.0 17.2 174 {171 183 174 185 1838

3H|16.6 17.7 17.0 18.0 18.2 |18.3 19.4 18.6 19.6 19.9
4H|16.9 179 173 182 185 |18.7 19.7 19.0 20.0 20.3
6H|17.1 18.0 17.4 183 186 |19.0 19.9 193 20.2 205
8H|17.1 18.0 175 183 186 |19.0 199 19.4 20.2 20.6
12H|17.1 18.0 175 183 18.6 |19.0 199 194 20.2 20.6

4H 2H |16.3 173 16.6 17.6 17.9 |[17.4 184 17.7 18.7 19.0
3H[17.3 182 17.7 185 189 [18.7 19.6 19.1 19.9 20.3
4H|17.7 185 18.1 18.8 19.2 |{19.3 20.0 19.7 20.4 207
6H|18.0 18.6 184 19.0 19.4 |19.6 20.3 20.0 20.7 211
8H|18.0 18.6 18.4 19.0 19.4 [19.7 20.3 20.1 20.7 21.1
12H|18.0 18.6 185 19.0 19.4 (19.8 20.3 20.2 20.7 21.2

8H 4H 179 185 183 189 193 |19.3 20.0 19.8 20.3 20.8
6H|18.2 18.7 18.7 19.1 19.6 |19.8 20.3 20.2 20.7 211
8H[18.3 18.7 18.8 19.2 19.7 |[19.9 20.3 204 20.8 21.3
12H|18.3 18.7 18.8 19.2 19.7 |20.0 20.3 20.5 20.8 21.3

f2H 4H |17.9 185 184 189 19.3 |19.3 199 19.8 20.3 20.7
6H|18.2 18.7 18.7 19.1 19.6 |[19.8 20.2 20.2 20.6 21.1
8H|18.3 18.7 18.8 19.2 19.7 |19.9 20.3 20.4 20.7 212

Variation of the observer position for the luminaire distances S

S =1.0H +0.2 / -0.3 +0.1 / -0.2

S =1.5H +04 / -0.9 +04 / -05

S =2.0H +09 / 15 +1.0 / 11
Standard table BKO03 BK04
Correction summand -5.9 -3.8

Corrected glare indices referring to 700lm Total luminous flux

The UGR values are calculated in acc. with CIE Publ. 117. Spacing-
to-Height-Ratio = 0.25




