4 Inspirin
KLUS, Solutioﬁs
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Polar diagram

REGULOR Extrusion 60 deg.

Cover S transparent
LED 1 x39"(100 cm) HQ-210E3 / 4000K

Cone diagram

E(0°) 3097

23 E(C90) 66.7° 97

0.50 0.72 E(CO) 359° 828
E(0°) 774

4.6 E(C90) 66.7° 24

1.0 14 E(CO) 359° 207
E(0°) 344

7.0 E(C90) 66.7° 11

15 2.2 E(CO) 35.9° 92
E(0°) 194

9.3 E(C90) 66.7° 6.1

2.0 2.9 E(C0) 35.9° 52
E(0°) 124

12 E(C90) 66.7° 39

25 3.6 E(C0) 35.9° 33
E(0°) 86

14 E(C90) 66.7° 27

3.0 43 E(C0) 35.9° 23
Distance [m] Cone diameter [m] llluminance [Ix]

— C90 - C270 (Beam angle: 133.4°)

CO0 - C180 (Beam angle: 71.8°)
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UGR diagram
Glare evaluation according to UGR
o Ceiling 70 [ 70 [50 |50 [ 30 |70 | 70 |50 | 50 | 30
p Walls 50 |30 |50 |30 |30 |50 |30 |50 |30 |30
p Floor 20 |20 |20 |20 |20 |20 |20 |20 |20 |20
Room size Viewing direction at right angles Viewing direction parallel
X Y to lamp axis to lamp axis
2H 2H (147 157 15.0 159 16.1 |25.7 26.7 26.0 26.9 27.1

3H|14.7 156 150 159 16.1 |269 27.7 272 28.0 282
4H|14.8 156 151 159 16.1 |26.9 27.8 27.3 28.0 283
6H|14.8 156 152 159 16.2 |26.9 27.7 27.3 28.0 283
8H|14.8 155 152 158 16.1 |26.9 27.6 27.2 279 282
12H|14.8 155 15.1 158 16.1 |26.9 275 27.2 279 28.2

4H 2H |146 154 149 157 159 |255 263 258 26.6 26.8
3H|14.7 154 15.0 15.7 16.0 |26.6 27.3 27.0 27.6 28.0
4H|14.8 154 152 157 16.1 |26.7 273 271 27.7 28.0
6H|14.9 154 153 158 16.1 |26.7 27.2 271 27.6 28.0
8H|149 153 153 157 16.1 |26.7 27.2 271 275 27.9
12H|14.9 153 153 157 16.1 |26.7 271 271 275 279

8H 4H [14.7 152 152 156 16.0 (266 271 27.1 275 27.9
6H|14.9 153 153 157 16.1 |26.6 27.0 27.1 27.4 278
8H|149 152 154 157 16.1 |26.6 26.9 27.1 273 27.8
12H (149 152 154 156 16.1 (26,5 26.8 27.0 27.3 27.8

n2H 4H |14.7 151 152 155 16.0 |26.6 27.0 27.0 274 2738

6H|[149 152 154 156 16.1 |26.6 269 27.0 273 27.8
8H|149 152 154 156 16.1 |26.5 26.8 27.0 27.3 27.8

Variation of the observer position for the luminaire distances S

S=1.0H +39 / 42 +1.9 / -5.0

S=1.5H +59 / 44 +34 |/ -104

S=2.0H +7.8 | -47 +52 |/ -12.8
Standard table BKO1 BK02
Correction summand -3.9 8.3

Corrected glare indices referring to 1651Im Total luminous flux

The UGR values are calculated in acc. with CIE Publ. 117. Spacing-
to-Height-Ratio = 0.25



